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Reference Tables

Language Properties Wizard Flowchart

Language Properties Wizard

What Language Do You Wish to Print?

Asian (Double Byte/Unicode)

Non-Asian (Single Byte) English, French, etc.

Font
Category Selection
Select TTF or Native*

(*Only available if printer
supports Native DBCS)

Font Character Set
Selection
A. Choose a Font Char Set

True Type Font Selected I\/I

Native Font Selected

(ANSI, Greek Arabic, etc.)

Font Character Set
Selection
A. Choose a Font Char Set
(Chinese Big 5, Hangul, etc.)

True Type

Font Selection

A. Choose the TTF

from the drop down list.

(This list is different depending
on the Font char set chosen

in the previous dialog box.)

B. Select the format

the data is encoded in.
(Unicode UTF-186, Single
Byte,Etc.)

C. Select the Byte Order
of the encoded data.

(Big Endian, Little Endian, etc.)

Native Printer
Font Selection

A. Choose a Native Font
Supported by the printer.

B. Check the box

to override printer and label
character sets at field level
if applicable.

C. Select a Character Set
(Shift JIS, Hangul, etc.)

D. Select the Data Format
(Unicode etc.)

E. Select the Byte Format
(Big Endian,etc.)

True Type
Font Selection

A. Choose the TTF

from the drop down list.
(This list is different depending
on the font char set chosen in the
previous dialog box.)

B. Select the format the
data is encoded in.
(Unicode UTF-16, Single

Byte, etc.)

C. Select the Byte Order
of the encoded data.

(Big Endian, Little Endian, etc.)

( Finish )

( Finish )

( Finish )
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