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AGILE INNOVATIVE

LOFTWARE PRINT SERVER (LPS)

PRODUCT FEATURES

e Centralizes control of the label printing function

e Ensures fast and reliable label production

e Prints thousands to millions of labels per day

e Enables label data integration from more than
one application and/or database with the
Loftware Connector®

e Provides new labels to meet growth opportuni-
ties now

e Quickly delivers updated labels to changing
business requirements

e Assures compliance with strategic business part-
ner and/or regulatory agency label requirements

e Multiple print requests are queued for each
target printer with full error recovery and guar-

anteed delivery

e High-Speed TCP/IP Socket connectivity with
Loftware Print Servers results in the rapid pro-
cessing of label print requests and high label
production throughput

e Translates label print request into device-specific
printer control language in order to deliver
optimal label printer performance

e C(ritical Print Status information available on a
per job basis

Label Design
The Loftware Label Manager design tool comes standard
with every edition of the Loftware Print Server.

System Requirements

The Loftware Print Server will run on any of the follow-
ing supported Operating Systems: Microsoft Windows
XP Professional, Microsoft Windows 2000 Server,

and Microsoft Windows 2003 Server.

The Hardware Requirements for a Loftware Print Server
vary with the product version (Starter Edition, Standard
Edition or Enterprise Edition). Other factors influencing
hardware requirements include whether the hardware
server platform running the Loftware Print Server is

a dedicated machine or is running multiple applica-
tions. The Loftware Print Server is a multi-threaded
application that is written to take advantage of multi-
processors on a Microsoft Windows 2000 Server or and
Microsoft Windows 2003 Server machine, therefore,
the greater the number of processors on the system,
the better it will perform. Loftware recommends a
minimum processor speed of 2.6 GHz. for business-
critical label production. The number of printers being
supported by an individual Loftware Print Server (up

to a maximum of 500 printers) will also affect perfor-
mance — the more printers and the resulting larger print
queues, the more system memory will be used. Loft-
ware recommends a minimum memory configuration
of 2 GB of RAM for business-critical label production.
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